
That ʼs r igh t , i t ʼs UL 
certified and now you 
have a choice in fire 
rated expansion joint 
systems...

LymTal International Inc. has 
launched a differentiated series of fire rated 
expansion joint systems.

A recent 2 Hour testing program was successfully 
conducted at UL Laboratories in Illinois. Outcome 
of the testing was a series of approved systems 
with enhanced sizing and movement capabilities.

The I so -F lex Precom PHSL-FR i s an 
impregnated, precompressed foam joint system 
with a 5.5” max gap  fire rating and an 80%  
movement range. 

The Iso-Flex J Series Winged Joints  having 
rubber seals and elastomeric headers are tested 
and approved for a 7” max gap  fire rating and an 
82%  movement range. 

The Underwriters Laboratories fire testing program 
was conducted to UL 2079 specifications. 
Standard splicing processes were incorporated 
into the testing protocol and is a part of the UL 
certification. The systems tested were approved 
for horizontal and vertical applications.

The word is out!

Iso-Flex Precom PHSL-FR Seal"X"

UL 2079 Approved
2 Hour Rating

UL Listing:
XBHN.FF-D-1101
XBHN.FF-D-1104

Epoxy Bonding Adhesive
(Typical Both Sides)

Traffic Grade Silicone

Fire Retardant Sealant

"D"

NOTE:
The movement capabilities of the Precom PHSL-FR 
seals are tested per UL2079 and allow for a maximum 
gap opening of 5.5 inches. 
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Iso-Flex "J" Series Seal
Iso-Flex 900 Elastomeric Concrete

1" Dia. Hole 
Pattern in Seal

Iso-Flex 910 Tack Coat Under Wing

 Fire Barrier
Sized per UL Listing Requirement

UL 2079 Approved
2 Hour Rating

UL Listing:
XBHN.FF-D-1102
XBHN.FF-D-1103

NOTE:
The movement capabilities of the Iso-Flex "J" Series 
seals are tested per UL2079 and allow for a maxiumum 
gap opening of 7 inches.


