
              Iso-Flex Moisture Seal 
 Photo Sequence Installation Procedure

The process begins with rolls of the 
properly sized Iso-Flex Moisture 
Seal. This is a factory punched 
EPDM barrier.

Ensure that the blockout is properly 
repaired so that it has a flat bottom 
surface. Slip the Moisture Seal into 
the joint gap as shown. 

The Moisture Seal is held in place with 
sections of Iso-Flex Foamflux seal or 
properly sized backer rod. Be sure that 2.5” 
of the seal is on the blockout base and that 
the hole pattern will be fully sealed into the 
Tack Coat Material.

Mix the Iso-Flex  Primer #10 and apply to 
the base of the blockout. Allow to dry. 
The primer should be dry to the touch 
but tacky like duct tape when touched.

LymTal International, Inc. - 4150 S. Lapeer Rd. - Lake Orion - Michigan - 48359   Ph: 248-373-8100



Combine & mix Part A & B of the Iso-Flex 
Tack Coat. The Tack Coat can be applied 
with a bulk gun or poured out and then 
spread with a margin trowel.

Apply a complete film of the Tack Coat 
to the base of the blockout and lay the 
Moisture Seal into the wet 

Once the Moisture Seal is pressed down into 
the wet Tack Coat, apply an additional film over 
the top surface in order to fully encapsulate the 
Moisture Seal.

Over the top of the installed Moisture Seal, lay 
a plastic sheet  to act as a bond breaker. Over 
the plastic sheet place plywood or cut lumber to 
apply a uniform pressure while the Tack Coat 
cures.

After 1-2 hours of cure, remove the weight and 
pull up the plastic sheet. Then remove the foam 
seal or backer rod used to hold the Moisture 
Seal in-place.
The Moisture Seal is now ready for typical 
installation of the winged joint system.
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